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WSUD infrastructure ïan asset to be 
managed

Shaun Leinster, DesignFlow
Sarah Jones, Water by Design
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Implementation requires

ÅSuccessful implementation of WSUD requires:

ïGood policy

ïGood design

ïGood construction and establishment

ïGood asset handover process

ïGood operation, management and maintenance 
procedures
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WSUD is here and now

ÅPolicy
ï Council policies

ï SEQ Regional Plan ïImplementation Guideline No. 7

ï State Planning Policy for Healthy Waters

ÅWater sensitive urban design (WSUD) will be an 
element of all new development and 
infrastructure delivery in Queensland. 

Operation & 

Maintenance

HandoverDeliveryPlanning & 

Development  

Approval

The WSUD óAsset Waveô
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Management of WSUD assets

COMPLEX

ÅNew infrastructure type (civil and landscape)

ÅInterconnected issues

ÅNumerous stakeholders

Water by Design Response

ÅWSUD Asset Management ïNeeds and Scope

ÅGuidelines
ïUpdate to the Technical Design Guideline (mid year)

ïConstruction and Establishment Guideline

ïAsset Handover Guideline (soon)

ïMaintenance Guideline (soon)

ïRectification Guideline (soon)

ïData Capture Guideline (soon)
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Needs and Scope Project

ÅPurpose
ïUnderstand existing and potential issues

ïIdentify what resources are needed 

ïScope and priority of resources

ÅTasks
ïLiterature review

ïConsultation - Council workshops, Stakeholder 
meetings

ïDocument findings ( Issues and Needs )

ïConfirm scope of guidelines

ïPrepare project plan to develop guidelines/tools  

Consultation Workshops

Å Gold Coast City Council, Ipswich City Council, Redlands 
City Council, Sunshine Coast Regional Council and 
Brisbane City Council (Logan City Council)

Å Stakeholders
ï Policy and planning

ï Development assessment (engineering, ecologic and landscape)

ï Compliance officers

ï Asset managers (owners and maintenance)

ï Data managers

ï Financial managers

Å IPWEAQ, Queensland Water Directorate and LGAQ
Å As Designed As Constructed (ADAC) development team
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Design and Development 
Assessment
Å Substandard designs being approved

Å Maintenance must be considered as design

ï Site access

ï Maintenance access

ï Slopes 

ï Planting densities and mulch types

ï Adaptive management (e.g. dewatering wetland via gravity)
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